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4 Configuration Files
4.6 APP_ROOT Configuration file
4.6.1 General Controls
Field 2 Default
Summary Field 1 Designated value*! meaning Value
APP_ROOT folder’s APP_ROOT | Path name Absolute path or relative path based on the NONE
location hierarchy having CAIR_ROOT folder
the number of stored DATA_GEN |0 No generation management (No automatic data NONE
data generations deletion)
Over 1 Number of generations left (Number of files left)
Data synchronization DATA_SYNC | ON (1(or >=1)) Synchronize data ON
OFF (0(zero of Not synchronized (Save only in CAIR_ROOT)
numbers) )
OFF _APP ONLY Not synchronized (Save only in APP_ROQOT)
Assortment of data file FILE TYPE CSv CSV including raw data (about 3MB/file) CSv
CNA CNA (including raw data , 128,512B/file)
SUMMARY_CSV Summary only CSV (about 0.7kB/file)
SUMMARY_CSV+CNA | Summary only CSV+ CNAx2

%1 () shows alternative designation methods for backward compatibility. Will be discontinued in the future.
2 CAN file is saved in "CAIR_ROOT¥data¥+plus_cna¥<tag>" and "APP_ROOT¥+plus_cna¥<tag>"
Note : If the settings listed in the table above are changed, a large amount of data may be deleted by the data management function

immediately afterward. Before changing settings, be sure to back up all necessary data such by copying them to another folder.



